CAP ADHERED W/ CONCRETE ADHESIVE
CONSISTING OF SEGMENTED PRE—CAST, STONE,
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! GEOSYNTHETIC SOIL
i i REINFORCEMENT

/—DRAI NAGE AGGREGATE

VERSA—-LOK SQUARE FOOT

CONCRETE UNITS\

#4 REBAR AT 12" SPACING
EACH WAY OR PER PROJECT
STRUCTURAL ENGINEER'S DIRECTION

DN 6"X48” CONTINUOUS
' /REINFORCED FOUNDATION

“ 4% sy T—IN NORTHERN CLIMATES, SELECT
¥ ;-+i- GRANULAR BACKFILL COMPACTED

‘ TO 95% OF MAXIMUM STANDARD
KIS PROCTOR DENSITY SHOULD BE
USED DIRECTLY BELOW THE SLAB

TO MINIMIZE FROST HEAVE

TYPICAL SECTION=BACK TO BACK

SQUARE FOOT UNITS—BACK TO BACK TOP OF WALL
SCALE: NONE

THESE PRELIMINARY DETAILS ARE INTENDED AS AN AID IN DESIGNING

VERSA-LO K® VERSA—LOK SQUARE FOOT DETAILS [ & o

ATTRACTIVE, DURABLE RETAINING WALLS WITH VERSA—LOK UNITS. FINAL
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