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TYPICAL SECTION—REINFORCED RETAINING WALL

SCALE: NONE

GEOSYNTHETIC REINFORCEMENT
SEE PROFILE DRAWINGS
FOR LENGTH, TYPE, AND SPACING

D¥ RETAINED BACKFILL

REINFORCED BACKFILL
COMPACTED 95% OF MAXIMUM
STANDARD PROCTOR DENSITY

NOT FOR CONSTRUCTION

SCALE:
THESE PRELIMINARY DETAILS ARE INTENDED AS AN AID IN DESIGNING ® AS NoTED
ATTRACTIVE, DURABLE RETAINING WALLS WITH VERSA—LOK STANDARD VER A-L K BRUTE DETAILS L
UNITS. FINAL DETERMINATION OF THE SUITABILITY OF ANY INFORMATION S—
OR MATERIAL FOR THE USE CONTEMPLATED, AND ITS MANNER OF USE, B
IS THE SOLE RESPONSIBILITY OF THE USER. A FINAL PROJECT SPECIFIG Retammg Wall SVStems roos

DESIGN SHOULD BE PREPARED BY A QUALIFIED, LICENSED,
PROFESSIONAL ENGINEER.
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REINFORCED RETAINING WALL
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brute reinforced wall




