*SEE SLEEVE-IT® MANUFACTURER, STRATA SYSTEMS PREFERRED
SPECIFICATION DOCUMENT FOR APPROPRIATE APPLICATIONS. NOT SUITABLE
FOR SOLID BOARD PRIVACY FENCES, PRIVACY CLOTH, OR SCREENING.

SET POSITION OF SLEEVE IMMEDIATELY
BEHIND TOPMOST
VERSALOK UNIT

FENCE POST
OR HANDRAIL POST

FILL SLEEVE WITH
CONCRETE, SET
FENCE POST

REINFORCED BACKFILL
COMPACTED 95% OF MAXIMUM
STANDARD PROCTOR DENSITY

GEORGID

CUT GEORIGD AROUND
THE SLEEVE-IT® SYSTEM
AS NECESSARY

SLEEVE-IT® SD-1
12" DIA. X 24" DEEP

POCKET
UNIT BACK
FEET
TOWER
PERFORATED LID
BASE

SLEEVE-IT® SD-1
SYSTEM COMPONENTS
SCALE: NONE

SEE SLEEVE-IT® SYSTEM MANUFACTURER,
STRATA SYSTEMS FOR COMPLETE
SPECIFICATIONS, AND TECHNICAL GUIDANCE

FENCE POST DETAIL W/ SLEEVE-IT® SD-1
STANDARD UNIT WITH SLEEVE-IT® SD-1
SCALE: 1/2"=1'

VERSALOK STANDARD DETAILS
VERSALOK STANDARD DETAILS

VERSALOK Retaining Wall Systems
Solid Solutions™

(800)770-4525 | (612)222-4009
6348 Hwy 35 S Ste A, Oakdale, MN 55128

VERSALOK STANDARD DETAILS
VERSALOK STANDARD DETAILS

VERSALOK Retaining Wall Systems
Solid Solutions™

(800)770-4525 | (612)222-4009
6348 Hwy 35 S Ste A, Oakdale, MN 55128

VERSALOK STANDARD DETAILS
VERSALOK STANDARD DETAILS