CAP UNIT
ADHERE TO TOP UNIT
W/VERSA—LOK

CONCRETE ADHESIVE\

IMPERVIOUS FILL
12" DEEP

GEOSYNTHETIC REINFORCEMENT
(IF REQUIRED),

SEE PROFILE DRAWINGS

FOR LENGTH, TYPE, AND SPACING

VERSA—-LOK SQUARE FOOT
MODULAR CONCRETE UNITS
DOUBLE—-STACKED

DRAINAGE AGGREGATE
12" THICK MIN.

NOTE:

ALLOWABLE MAXIMUM HEIGHT

DEPENDS ON SITE, SOIL, AND A=l | 1= OUTLET @ END OF WALL
I_|||_|||_|||_|||_|||_| OR @ 40 CENTERS MAX.

LOADING CONDITIONS. CONSULT W:m:m:m:m:m: SLOPE TO DRAIN (1/8”/FT.)

WITH AN ENGINEER TO U=l Ll Ll =Ll '

== === =
DETERMINE FEASIBILITY. ST

4” DIA. (MIN.) DRAIN PIPE

TYPICAL SECTION — DOUBLE—=STACKED SQUARE FOOT UNIT RETAINING WALL

SCALE: AS NOTED

3/8"=1"
THESE PRELIMINARY DETAILS ARE INTENDED AS AN AID IN DESIGNING VERS A_ Lo K® VERSA—LOK SQUARE FOOT DETAILS [ &
ATTRACTIVE, DURABLE RETAINING WALLS WITH VERSA—LOK UNITS. FINAL

DETERMINATION OF THE SUITABILITY OF ANY INFORMATION OR MATERIAL FOR CHECKED B

THE USE CONTEMPLATED, AND ITS MANNER OF USE, IS THE SOLE Retalnmg Wall Systems
RESPONSIBILITY OF THE USER. A FINAL PROJECT SPECIFIC DESIGN SHOULD

. . _ "y
BE PREPARED BY A QUALIFIED, LICENSED, PROFESSIONAL ENGINEER. (@00)770-4525 taxesn)770-408 & ik Sofutions:” DOUBLE—STACKED SECTION | me |

6348 Hwy36 Ste1, Oakdale,MN 55128

OWG.
sqft double stacked




