DO NOT OVERLAP

GRID LAYERS~\

CUT GRID AROUND VERTICAL
STRUCTURES BEHIND WALL
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START GRID BEHIND
FRONT LIP ON UNITS

GEOSYNTHETIC AT STRUCTURES BEHIND WALL

VERSA—GREEN UNIT
SCALE: NONE

e FOLLOW GEOSYNTHETIC GRID MANUFACTURER'’S
INSTALLATION INSTRUCTIONS AND SPECIFICATIONS

e GEOGRID LENGTH AND ELEVATION PLACEMENT
SHALL BE DETERMINED BY WALL DESIGN ENGINEER

THESE PRELIMINARY DETAILS ARE INTENDED AS AN AID IN DESIGNING
ATTRACTIVE, DURABLE RETAINING WALLS WITH VERSA—LOK UNITS. FINAL
DETERMINATION OF THE SUITABILITY OF ANY INFORMATION OR MATERIAL FOR
THE USE CONTEMPLATED, AND TS MANNER OF USE, IS THE SOLE
RESPONSIBILITY OF THE USER. A FINAL PROJECT SPECIFIC DESIGN SHOULD
BE PREPARED BY A QUALIFIED, LICENSED, PROFESSIONAL ENGINEER.

VERSA-LOK"

Retaining Wall Systems
634 s s, conamen 553 Solid Solutions.”

VERSA—GREEN DETAILS

GEOSYNTHETIC INSTALLATION
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